
The undersigned warrants that the following design guidelines and installation criteria will be followed to optimize 
the performance of a Category rated horizontal network link/channel, and to qualify for Fusion warranty and      
applications assurance. 
 

 The design and installation of UTP for workstation segments shall comply with all applicable sections of ISO/IEC11801 
 The design and installation of UTP backbone segments shall comply with all applicable sections of ISO/IEC11801 
 All connecting hardware, enclosures, and patching components shall be Fusion brand. 
 All cabling products shall be Fusion brand. 
 Cabling distances shall not exceed the limits outlined in ISO/IEC11801. 
 Test results for each UTP cable to be warranted shall be submitted prior to issuing warranty certificate. 
 Fusion reserves the right to field inspect the installation of all segments prior to final certification. 
 All requirements listed above shall be met prior to the final certification and issuance of warranty certificate. 
 ISO/IEC11801shall be used as a guideline in field-testing. 
 The Fusion Installer certifies that the installation has been designed in accordance with and ISO/IEC11801 recommended 

installation methods, with approved components, and complies with the performance requirements of ISO/IEC11801  

SIGNED: 
 
Name:  
 
Title: 
 
Project: 

Note: The guidelines above are intended to ensure category compliant performance, but do not necessarily 
prov ide a complete ISO/IEC11801 compliant system. 
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